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61.0 Provision for issuance. Pursuant to the provigions of the C'1v11 Aeronautms
Act of 1938, as amended, empowering the Administrator of Civil Aeronautics to issue air
carrier operatmg certxﬁcates and the Board to establish minimum safety standards for
the operation of air carriers to whom such certlﬁcates are issued, and for prohibiting the
operation or navigation of aircraft of such air carriers in_ wolatwn thereof, the’ followfn‘g
rules and regulations for the operation of scheduled air carriers: engaged in'interatate
air transportation within the continental limits of the United States, in- additlon to thone
preseribed elsewhere in the Civil Air Regulations, are hereby prescribed

61,00 Certificate required. No air carrier shall operate aireraft in’ scheduled
interstate air transportation within the continental limits of the United States
mail, goods, or persons, or any combination thereof unless guch air carrier is possessed o
a valid air carrier operating certificate issued by the Administrator of Civil Aeronautlcs

61.0%  (Unassigned).
61.1 Service.

61.10 Service performed. No scheduled air carrier shall perform or render any, -
service, as related to the carriage of mail, goods, or persons, or to day or night operatic
until rated competent to render such service in the air carrier operatmg certlﬂca.te issu
by the Administrator. , ,

61.11 Schedules.

61.110 Operations schedules, Shall be set up with due regard to sufﬁcient time for _
the adequate servicing with fuel and oil at intermediate stops and to prevailing
on the basis of & cruising apeed of the aircraft at not to exceed the speclﬁed erummgp{)
output of the engines as operated in the aircraft. All air carrier aircraft when
tested for ratings will be checked to determine cruising speeds that are to be a.ppro
Block-to-block time ghall be used in establishing time from stop to stop. .

~
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6L.2 Route.

61.20 Route operation. No scheduled air carrier shall operate over any route or
part thereof until rated competent to operate thereover in the air carrier operating certifi-
cate issued by the Administrator,

: 61.21 Regular route. The conduct of operations by a scheduled air carrier shall at
all times be in strict accordance with the terms of its air carrier operating certificate.

61.22 Regular stops. Regular terminals and intermediate stops shall be used only
as specified in the air carrier operating certificate.

61,23 Alternate airports. Regular terrhinals, intermediate stops, or other ade-
quate airports, may be used as alternates when used for the purpose of complying with
clearance requirements, provided. such alternates are listed as such in the air camer
operating certificate,

: 61.24 Alternate route. No scheduled air earrier shall operate over any altemste
route until rated competent to operate thereover in the air carrier operating certificate
igsued by the Administrator, and the conduct of operations by such air carrier shall at all
times be in strict accordance with the terms of its air carrier operating certlﬁcate e

61.3 Aircraft.

61.30 Aircraft operation. No scheduled air carrier shall operate any a.lrcra;ft until
z:{;;ed coxilepettent with respect thereto in the air carrier operating certificate issued by the
ministrator

6L.31 Single-engine aireraft.

' 61.310 Day operation over land. No single-engine seaplane shall be operated over
land with pagsengers unless such aircraft can, at all times, reach open water suitable. for
a Ianding in the event of complete power failure,

61.311 Night operation over land. No single-engine aircraft shall be operated at
night with passengers.

61.312 Day operation over water. The following rules shall govem the operation
of gingle-engine aircraft in day operation over water:

613120 (a) No single-engine land aircraft shall be operated over water unleas
such aircraft can at all times reach land suitable for a landing in the event of a complete
power failure.

613121 (b) No smgle-engme water axrcraft may be operated over water uniess a
landing may be effected at all times within a distance of elght es from shore, in the event
of a complete power failure.

61.3122 (¢) No single-engine water aircraft shall be operated over water, except
during such time and sessons as permit the use of such water for landing w:thout any
hazard from floating ice or freezing water spray.

61.313 Night operation over water. No smgle-engme alrcraft shall be operated
at night with passengers. e

61.32 MuHi-engine aireraft.

61,320 Day operation over land. No multx—engme seaplane ghall be operated over
land more than 56 miles from open water suitable for a landing.

61.321 Night operation over land. No multi-engine seaplane shall be operated at,
night over land with passengers, nor shall any such seaplane be: operabed at mght over land
with goods more than 50 miles from open water auitable for a landing.

61.322 Day and night operation over water. The following rules will govem the ‘
operation of multi-engine aireraft in day or night operation over water:

61.3220- (¢} No multi-engine land aircraft shall be operated over water beyond
gliding distance from shore without the aid of power, unless completely eqmpped ior over-;
water flying, as provided in § 40.233, ‘ .

61.3221 (b) No multi-engine aireraft shall be o ted over wa.ter unless auch
aircraft can, at all times, maintain ap altitude of at least 1,000 feet above the water, wﬂ:h
any one engine inoperative and with the authorized load for the route or part thereof.
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61.3222 (¢) No multi-engine seaplane shall be operated over water except during
such time and seasons as permit take-off and landing without any hazard from ﬂoatmg
ice or freezing water spray, at terminals and intermediate stops.

61.3223 (d) When one engine fails in a twin-engine land aircraft operating over
water, the aircraft shall be headed toward, and thereafter continuously flown toward, a
point on the nearest shore in terms of time where a safe landing may be made

61.33 Instruments. No aircraft shall be operated in scheduled air, trahspor'tatlon
gervice unless such aireraft is possessed of all instruments reqmred by the prowsmns of
§8 04.52 and 04.53 for the particular flight dispatched.

61.34 Equipment. No aircraft shall be operated in scheduled air transportat;on
service unless such aircraft is possessed of all equipment required by the provisions of
§§ 04.52 and 04.58 for the particular flight dispatched, and reqmred by other apphcable
provisions of the Civil Air Regulations.

61.340 First-aid equipment. No aircraft shall be operated in scheduled air trans-
portation unless equipped with a conveniently aceessible first-aid. kit adequate for proper
first-aid treatment of passengers and erew which shall contain certain medical equipment
and supplies approved by the Adnumstrator as suitable and sufficient for: the type of '
operation involved. - '

61.341 Altitude recording device. No axrcraft mth gTO8S Wexg'ht in excess of '
10,000 pounds shall be operated in scheduled azir trans g)rtatlon of passengers after July
1, 1943 unless it is equipped with a device or devices which make s record of the altitude
of the aircraft and the use of the aircraft’s radio transmitter at all times during flight.
This device shall be so constructed and installed as to afford substantial protectlon of the
record in the event of an accident to the aircraft.

. 61.342 Seat belt sign. An aircraft shall not be operated in scheduled air transpor-
tation unless a suitable means for warning passengers to fasten seat belts is provxded 2

61.35 Maintenance.

61.3500 General. Each aircraft operated by a scheduled air carrier- shall be main-
tained in a continuous condition of airworthiness, in accordance with accepted standards
and practices, and the terms of the air carrier operating certificate.

 61.3501 Organization, A maintenance organization shall be set up by the air. car-
rier and it shall be responsible for the continuous airwerthiness of all aircraft;, engines,
propellers, accessories, and instruments, for the proper maintenance of adequate faclhtles,
for the adequacy and competence of mamtenance personnel, and for the preparation and
dissemination of such maintenance reports as are required by the Administrator.

61.3502 Supervision, All phases of maintenance duties shall be adequately super-
vised by qualified mechanies, mechanics in charge, crew chiefs, or foremen.

61.3503 Inspection. An adequate inspection organization shall be set up by the .

air carrier and it shall be responsible for determining that all maintenance work conforms -

to minimum standards prescribed by the Civil Aeronautics Board as to workmanship,
methods employed, and materials used, as provided in § 61.35. Each mspector ghall hold
valid mechanic’s certificate for the type of inspection involved.

61.3504 Workmanship. - Workmanship shall be at least equivalent. to that gen-'
erally accepted as conforming to good practice as related to the mrworthmess of the air- -
‘eraft or auxiliary equipment.

61.3505 Methods, Methods employed shall conform to those g‘enerally acece ted as
good practice. Insofar as they apply, the methods provided for in Part 18 shall be utzllzed.

61.3506 Materials. Materials used shall conform, when possible, to Army, Navy, .
or Part 18 specifications. In no case shall materials be used of physical properties less .-

‘than those of the material used by the manufacturer of the eqmpment or component in
question insofar as the airworthiness of such equipment or component is affected.

61.3507 Mechanics. An adequate gtaff of qualified mechanics and axpenenced
artisans shall be employed. by the air carrier and kept available for the perfo ce of
functions of maintenance and other duties which are reasonable and necessary to the safe
-and ‘orderly operation involved. Each such mechanic and artisan shall be relieved of all -
Aair carrier duties for a period of at least 24 consecutlve Liours durmg' each week of duty or
equivalent thereof.
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61.3508 'Training program. A tralmng program shall be maintained so that
maintenance personnel may at all times be familiar with the duties required, with particu-
lar refere:lce to the introduction into air transportation service of a new or unfamiliar
equipmen

~ 6L.3509 Distribution of personnel. Sufficient maintenance personnel shall be sta-
tioned or provided for along the air carrier route and at such scheduled stops as may be
deemed necessary by the Adm1mstrator to provide proper service to flight eqmpment and
auxiliaries thereto.

61.3510 Shops and facﬂltles. At least one general overhaul and mamtena.nce shop
containing adequate working space and facilities shall be provided for by the operator
Such shop shall be properly lighted, ventilated, and heated.

61.3511 Stock. An adequate quantity of spare pa.rts and supphes shall bekept on
hand or readily available at all times.

- 613512 Adequate facilities. - Adequate facmht:es for the proper servicing, main-
tenance, and repair of air carrier aireraft and auxiliary equipment shall be av; atall

pomts along the air carrier’s route deemed necessary or advisable by the Administrator.

.61.3513 Inflammable material. Including dope, gasoline, etc shall be kept remote
from théa.t portion of shops where spa.rks or open flameg pregent fire hazards by thelr
proximity.

"61.3514 Refueling reqmrements. The followmg rules will govern the operatlons
incident to the refueling of air carrier aircraft:

61.35140 (a) Water elimination facilities shall be prowded at all refuehng pomts.

61.35141 (b) A daily check for the presence of water in fuel and storage and-dis-
pensing tanks shall be made and a record of such water checks shall be kept, unless such

tai?k?:o are equipped W1th an automatic water eliminator deemed satxsfactory bythe Admin-
istrator.

. . 61.35142 (¢} Where refueling is accomplished during condltlons of rain or snow,
preca:fi;lons shall be taken to prevent the entrance of mmsture into the fuel tanks of the
airer

61.35143 (d) During refueling the aircraft and the fuel dispensing appa.ratus sha.ll
both be grounded to a point or to points of zero electrical potential.

6135144 (¢) When refueling is accomplished at night, adequate hghts shall be .
provided to insure proper servicing.

61.85145 (f) No smoking and no ﬁres or flames shall be permltted in the im~
mediate vicinity of an aircraft while refueling is being e.ceomphshed

61.35146 (g) When practicable, the aircraft electricat smtches shall not be
switched on or switched off while refueling is being accomplished

61.35147 (k) ° When passengers are permitted to remain in the cabin while refuel-
ing is being accomplished, a responsible cabin attendant shaII remain in the cabin at or
near the cabin door.

. 61.3515 Alteration and repairs. Air’ carrier alrcra;ft, mcludmg tralmng air-

craft, aircraft engines, propellers, and approved components thereof, shall be altered or
repa1red only in conformity to the procedures provided in Part 18, Reports of such alter-
ations or repairs shall be submitted promptly to the Administrator through the alr carr;er
malnbenance mspector having supervision of the operation involved.

61. 3516 Records, Current records shall be kept of the total tlme of gervice, the

time since last overhaul, and time since last inspection, on all aircraft, engines, propel- -

lers and where practlcable on instruments, equlpment and accessories. Current records -
shall be kept of all instrument and equlpment failures, including partial ones, which occur
to the aircraft after it has departed from the block until it has reached the next b’iock. .

61.4 ‘Maintenance manual, ‘
61.40 Necessity for. In order to properly maintain flight equlpment each oper-

ator of a scheduled air carrier shall prepare and maintain a mamtenance manual forthe
uge and guidance of the maintenance perszonnel,
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61.41 Contents. Each maintenance manual shall outline mstructlons for opera-
tions covering the overhaul, check, inspection, and servicing of flight equipment and other
equipment auxiliary thereto and shall also contain a copy of that portion of the air carrier
operating certificate pertammg to maintenance. The responsibilities of each mechamc in
charge, crew chief, foreman, and inspector shall be clearly outlined.

61.42 Form. The maintenance mannal shall be loose-leaf in form, and each page-
therein shall be numbered and dated to show the currency of all material contained
therein. All copies of such manual shall at all times be kept up to date.

61.43 Delivery of copies. A copy of the maintenance manual shall be furmshed to
at least the following persons: :

61.430 (a) the Administrator of Civil Aeronautlcs.
61.431 (b): the Chief, Air Carrier Service, Civil Aeronautms Admmlstratlon,

61.432 (¢) each air carrier maintenance inspector of the Adm;mstmtor in clmrge
of inspection of any part of the air carrier,

61,433 (d) each chief of maintenance of the air carner, :
61.434 (e) each chief inspector of the air carrier, and : LT

61.435 (f) each mechanic of the air carrier in charge at each station where servw-
ing, inspection, checks, or overhauls is or are done.

61.44 Record of copies, FEach air carrier shall keep a complete record of all per-
sons to whom copies of its-maintenance manual have been supphed :

I61 45 Changes. The following rules wﬁl govern changes made in the mamtenance
manna

61.450 (a) Any change 1ssu1ng from the Administrator pertammg {o the main- ..
tenance manual shall be promptly incorporated in the maintenance manual and copy
thereof sent, in the form of a new page of such manual, to each person required to hold a °

copy of the manual. Each amended page of the manual shall be properly dated.

61.451 (b) Upon receipt of such amended page or pages the reclplent shall msert
the current information in the manual.

- 61.452 (¢} No change shall be made in any overhaul, check or mﬂpectlon peuods
without the approval in writing of the Administrator. Pages of the manual shall be
' ghézlnggg accordingly. Notice of such changes shall be promptly gwen in accordance with

61.453 (d) Any data not issuing from the Administrator may be changed by the
operator without the approval of the Administrator, provxded such change is not incon-
sistent with any Federal regulation, the air carrier operating certlﬁcate or safe main-
tgegzla.ri%% practice. Notice of such change shall be promptly given in aocordance with

- 61.46 Retirement of parts program. A retirement of parts program shall be set
up by the operator based upon the experience of the operator and the best information
available including recommendations from the original manufacturer of the equlpment.
61L.5 Airmen.
61.50 Airmen utilization and changes. No scheduled air carrier shall utilize any
pilot or dispatcher until such airman has been rated competent for the partlcular air
carrier operation by the Admmlstrator

61.51 First pilot.

61.510 Aircraft commander. The first pilot shall be in command of the aireraft at -
all times during flight, and shall be responsible for the safety of persons and g'oods £ar-
ried, and for the conduct and safety of the members of the crew.

61511 Aircraft competency. The first pilot shall meet the approprmte minimum
requirements of Part 40 and be listed in the air carrier. operatmg certificate as approved
for service to be performed.

- 61.512 Instrument competeney. The ﬁrst pllot, in addition to meetmg the mini-

mum requirements for an instrument rating provided for in § 20.44 and appropriate pro-
vigions of Part 21, as the case may be, must prove satzsfactonly to the operator’s check
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pilot, within 45 days prior to the end of every 6-month period after entiy into the service in
accordance with the training program required by ? 61.53, his ability to pilot and navi-
‘gate by instruments an aireraft of a make and model to be flown by him in the air carrier
#ervice. Additional checks may be required by the Administrator at his discretion.

61.513 Route competency. Except as provided in § 61.5180 no first pilot shall be
‘deemed. competent over any route or part thereof unlesshe has met the appropriate min-
imum requirements of Part 40 and is listed in the air' carrier operating certificate as ap-
proved for the route or part thereof. : T

. 615130 Adjacent routes. The first pilot may be deemed competent over any route
adjacent to a regular route on which he is presently listed as competent in the air carrier
operating certificate if the Administrator finds that: '

(1) no part of the center line of the adjacent route is located more than .50 miles
from the center line of the regular route, _ o : _
" (2) the terrain along the adjacent route is similar to the terrain on the regular
route, . A
. (8) such pilot has a thorough knowledge of the air navigation facilities located on
the adjacent route, and ' - : ‘ .
(4) -such pilot has complied with the provisions of § 40.2611 (b) before effecting
landings along such adjacent routes. ' : , ,
- 61514 Route competency expiration. Except as provided in § 61.5130 the fol-
lqgvi};g rules will govern conditions of route competency expiration, as related to first
pilots. : _ .
" 61.5140 (a) Regular route. Affer 12 consecutive months’ absence from flight
duty over a regular route, or part thereof, a first pilot will no longer be deemed competent
for the carriage of persons in air transportation service over such route or part thereof.

61.5141 (b) Alernate route, After 24 consecutive months’ absence from flight
duty over an alternate route, a first pilot will no longer be deemed competent for the car-.
riage of persons in air transportation service over such route. '

61.515 Route competency renewal. Except as provided in § 61,5130 the following
rules will govern conditions of route competency renewal, as related to first pilots. -

» 615150 (a) A first pilot, who has been absent from flight duty over a regular
route, or part thereof, for a period of less than 18 consecutive months and whose route
competency has expired in accordance with the provisions of § 61.5140, wili be deemed
competent for such route, or part thereof, upon completion of one round-trip flight over -
the route, or part thereof, as pilot (without passengers) or as second pilet (with or
without passengers), and upon notice to the Adminigtrator of such flight with weather
conditions as outlined in § 40.2618. - : '

61.5151 (b) A first pilot, who has been absent from flight duty over an alternate .
route for a period of more than 24 consecutive months and whose route competency has
expired in accordance with the provisions of § 61.5141, will be deemed competent for
su%}e} altetl‘;nate route upon compliance with the requirements of § 40.2614 as to such alter-
nate route. , o o :

61.516 Logging flight time. A first pilot shall log the total actual flight time
elapsing during his command of the aircraft. : N : o

61.517 Logging instrument flight time, Instrument flight time may be logged
a8 such only when the aircraft is flown solely by reference to instruments either under
actual or properly simulated flight conditions. (Over-the-top flying shall not be logged
a8 instrument fiight time.) ’ o _

61.518 Flight time limitations, The following rules prescribe the flight time lim-
itations for all pilots in scheduled air transportation: ’ -

(a) A pilot may be scheduled to fly 8 hours or less during any 24 consequtive _
hours, without a rest period during such 8 hours. If such pilot be scheduled to fly in ex-
cess of 8 hours during any 24 consecutive hours, he shall be given an intervening rest
period at or before the termination of 8 scheduled hours of flight duty. Such rest period

shall equal at least twice the number of hours flown since the last preceding rest period

* and in no case shall such rest period be less than 8 hours. - During such rest period, the
pilot shall be relieved of all duty with the air carrier. A : o
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(b) When a pilot has flown in scheduled air transportation service in excess of
8 hours during any 24 consecutive hours, he shall receive 24 hours of rest before being
assigned any duty with the air carrier. Time spent in dead-head transportation to duty
assignment shall not be considered part of such rest period.

(¢) A pilot shall not fly in excess of 30 hours-during any 7 consecutive days. Re-
lief from all duty for not less than 24 consecutive hours shall be provided for and given
to such pilot at least once during any 7 consecutive daya. S

(d) A pilot shall not fly in scheduled air trampo?tation gervice as 8 member

of the crew more than 100 hours in any one month: Provided, That the Administrator

is authorized, during the present war and until 6 months after the termination thereof, to

permit the maximum of 100 hours to be exceeded to the extent necessary to complete
particular flight for military purposes. -

(e) A pilot shall not fly in scheduled air transportation service as a member of the
crew more than 1,000 hours in any one calendar year: Provided, That this limitation
shall not be effective during the present war and until 6 months after the termination
thereof, and that during this period the maximum flying hours permitted in any one cal-
endar year shall be controlled by the provisions of subsection (d) of this section. :

(f) The foregoing flight time limitations shall not be applicable when a pﬂot 18 |

qualifying on a regular route, or alternate route, over which such pilot is not qualified.

() A pilot shall not do other commercial flying while employed by an air carrier
when such flying, in addition to that in scheduled air transportation service, will exceed
any flight time limitations specified herein. : : -

61.52 Second pilot. :

61.520 When required. A second pilot will be required in the following cases
when passengers are carried: : o : L

61.5200 () when the aircraft used is of a design incorporating multi-engine fea-
tures, combined with retractable landing gear or wing flaps or of a single-engine design
incorporating both retractable landing gear and wing flaps, or o

- 61.5201 (b) when the first pilot is required to fly 5 or more hours during any 24
consecutive hours without an intervening rest period equal to at least 2 hours for each
hour filown since the last preceding rest period. Such rest period, when required, shall
not be less than 8 hours, or ' o

61.5202 (¢) when the operation authorized permits instrument flying, or - .

. 61.5203 (d) when, in the opinion of the Administrator, the usual and customary
duties of a first pilot in the navigation and conduct of a flight would be unduly interfered
Wllgl%. through the necessity of performing other duties usually performed by a second
pl . ST , ,
61.521 Aircraft compefency. A second pilot shall meet the minimum require-
ments prescribed in § 40.262.

. 61,522 Instrument competency. At least once each 6 months after entry into serv-
ice as a second pilot, each second pilot shall have his log-book certified to the effect that
he is capable of flying by instruments and has demonstrated such fact to a first pilot,
check pilot, or to the chief pilot of the air carrier, which person shall so certify. ’

. 61,523 Logging flight time. (a) A second pilot t{Jlossessed of an airline transport
pilot certificate and a type and, in case of an airplane, the airplane class and horsepower
rating for the aircraft flown may log the total flight time during which he is on duiyhlas
second pilot. ' In addition, he may log all such flight time not logged previously which
he acquired since May 5, 1932, during the period he held an aircraft rating for the air-
craft flown, and either an airline transport pilot certificate, an airline pilot certificate, or
a scheduled air transport rating ;. ' -

(b) A second pilot not possessed of an airline transport pilot certificate and a
type and, in case of an airplane, the airplane class and horsepower rating for the aircraft
flown may log 50% of the total actual flight time or he may log the full flight time during
which he was the sole manipulator of the controls: Provided, That if such time be in ex-
cess of 50% of the total flight time, the time so flown by the second pilot shall be certi-
fied by the first pilot. g

SN
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61.524 (Unassigned).
61.53 Pilot technique maintenance,

61.530 Responsibility of operator. In order to maintain a high standard of pilot
technique, the air carrier shall be responsible for proper and periodic mstruction,ﬂiln
their respective duties, of all first and second pilots empioyed by such operator. The
instruction so given to first pilots shall at least include operation and ap h for land-
ing with one engine fully throttled with maximum load authorized for the route or por-
tion thereof, in each type of aircraft to be used by the pilot in scheduled air transpor-
tation service, and instrument approach procedures. ‘ '

61.531 Continuance of pilot competency. If, within any 90-day period, a first or
second pilot has not made at least two take-offs and landings in scheduled air transpor-
tation in aircraft of a particular make and model, such person shall not thereafter serve
or be employed to serve as a first or second pilot in aircraft of that make and model in
such transportation without having made at least three take-offs and landings in such
aircraff with one-half to three-fourths useful load, and, if he is to serve in such transpor-
tation at night, without having made at least one of the three take-offs and landings at
night. No persons shall be carried during such three take-offs and landings other than
personnel of the air carrier or other air carriers and inspectors of the administrator.

61.532 (Unassigned). . . o L _ o

61.533 Pilot certification for equipment. When such tests are not conducted by
an Administrator of Civil Aeronautics air carrier inspector, an' authorized check' pilot
shall certify to thg pilot’s capabilities on the equipment involved. ,

61.534 Check pilots. Each air. carrier shall provide a sufficient number 6f check
pilots to insure that each pilot constantly meets and complies with the minimumi pilot
rggui_rements pertaining to scheduled air transportation service. No check pilot so pro-
vided by the operator shall check any firat pilots for the air carrier until such check pilot
has been approved therefor by the Administrator. No check of pilot capabilities made
in behalf of the air carrier abrogates the authority of the Administrator to make what-
ever xig'lot checks are deemed by him to be necessary in the interests of safe air carrier
operation. » S ' T T
. 61.535 Training program. A pilot training and instruetioh program satisfactory

to the Administrator shall be maintained hy the air carrier. The operator shall submit it
to the Administrator within 60 days after certification of the air carrier. =~

61.54 Radio operator. .

- 61540 Pilot as operator. The first or second pilot may serve in the capacity of &
radio operator, subject to the rules of the Federal Communications Commission in re-
spect to the grade of operator’s license required. : ' '

61.55 Dispatchers.

61.550 ‘Number required. The air carrier shall provide.an.adequaté_)nnmber of
certificated aircraft dispatchers, necessary for the type of operation involved, for the pur-
pose of dispatching air carrier aireraft, - ' o L

. 61.551 Location. One or more aircraft dispatchers shall be located at such points
as may be deemed necessary by the Administrator to insure the safe operation of e air.
carrier, _ ‘ T o
61.552 Dispatcher competency certificate. Each dispatcher used by the air car-
rier for the purpose of dispatching air carrier aircraft shall be possessed of a valid dis-
patcher certificate, in accordance with the provisions of Part 27, and shall be liated in the
air carrier operating certificate as approved for the route or routes, or parts thereof. -

61553 Qualification for route. The following rules shall govern' the qualification
of a dispatcher for a particular route: o { _ ‘ T
61.55300 (a) He shall have made at least one round trip over the route,.or part

thereof, on which he is to serve during the previous 90 days prior to dispatching any air-.
plane over such route or part thereof. ' S T




PART 61-—SCHEDULED AIR CARRIER RULES 9

61.55301 (b) He shall ohserve and be familiar with the prevailing weather phe-
nomena peculiar to the route, or part thereof, for which qualification is sought. .

61.55302 (¢) He shall be familiar with the air carrier operation overtheroute, or.
part thereof, for which qualification is sought. :

]61 55303 (d) He shall be familiar with the contents of the air carrier operatwns:
manua

6155304 (e) He shall be familiar with all portions of the air carriér operating
certificate pertaining to en route operations and airport specifications for the route or
part thereof for which qualification is sought. :

61.55305 (f) He shall be familiar with the general and specml rules of. the air car-
rier concerning dispatch of aircraft in scheduled operations.

61.55306 (g) He shall be familiar with the aircraft used by the air carner. .

61.55307 (k). He shall be familiar with the provisions of the azrcra.ft certlﬁc&bea" :
and with the loading charts for the equipment used. ‘

61.55308 (i) He shall be familiar with the maximum authonzed loads w1th re-
spect to the route or part thereof, for the aircraft fo be used.

61.55309 (j) Heshallbe familiar with the fuel and oil consumption of the alrcraft, '-
with respect to the air carrier operating conditions. ' '

61.55310 (%) He shall be familiar w:th the avallable charts used to compute the’ |
air speed of the aircraft and the fuel consumption, at various a]txtudes and power out- '
puts of the aircraft engines.

and Civil Aeronautics Authority personnel.

61.55311 (1) He shall be familiar with the local Umted States Weathe,r Bureau o

$1.55312 (m) He shall be familiar with the radlo faclhtles in the au'craft used

61.55318 (n) He shall be familiar with the peculiarities and limitations of each - -
radic range and radio marker station over the route, or part thereof, for wluch route -
competency is sought. .

61.55314 (o) He shall be familiar with the eﬁect of weather condltlons upon the
radio receptmn by the aiveraft to be used.

6155315 (p) He shall be familiar with the tnnetables which ordmarﬂy apply to
the air carrier operation.

61.55316 (¢) He shall be familiar with any airway facility, addltlonal to those
mentioned in '§ 61.56313 en route to, or located at, alternate airports approved aa auch
for the route or part thereof, in the air carrier operating certificate.. - '

61.554 Maintenance of gualifications. Each dispatcher listed in the air carrier
operating certificate shall maintain his familiarity with the route or routes on which he
dispatches air carriér aircraft in scheduled operations and w1th the 1tem.s 3et forth in
§ 61.55301 through § 61.55316.

61.555 A dlspatcher shall not dispatch visual-contact, instrument, or over—the—top‘ -

flights, either day or night, below the respective minimums speééified for such ﬂlghts m
the air carrier operating certificate, except as prowded in § 61, 71091 (b).

61.556, Dispatcher route qualification expiration. _ After 24 consecutive months :
absence from dispatching duty over a route or part thereof, a dispatcher will no longer be
deemecfl qualified to dispatch mrcraft in scheduled operatmns over such route or part'
thereo

61. 557 Dmpatcher time hmitatmns. The following rules wil] govem the hours off :
duty for authorized dispatchers: .

L5570 ¢a) Maximum consecutive hours of duty. No dlspatcher shall be on duty,
as such for a peried of more than 10 consecutive hours. -
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: 61L.5571 (b) Maximum hours of duty in 24 consecutive hours. If a dispatcher is
scheduled to be on duty as such for more than 10 hours in a period of 24 consecutive
hours, he shall be given a rest period of not less than 8 hours, at or before the termination
of 10 hours of dispatcher duty except in emergencies due to illness or unavoidable ab-
sence of a dispatcher due to weather during a qualification trip or other circumstances
beyond the control of the operator, v

61.5572 (¢) Dispatcher’s time off. Relief from all duty with the air carrier for
not less than 24 hours shall be provided for and given each dispatcher at least once dur-
ing any consecutive 7 days, or equivalent thereto within one calendar month. :

61.6 Weather.

" 61.60 Reports. The following ruies shall govern the use of weather reports by
scheduled air carriers: ‘ -

61.600 (@) No weather report shail be used to control flight movements unless
prepared from observations made and released by the United States Weather Bureau,
or by a source approved by such Bureau including pilots’ flight observation reports.

61.601 (b) The weather reports used shall be the latest reports available.

61.602 (¢) The last airway weather report entered upon the clearance form or
attached thereto shall be not more than 1 hour and 30 minutes oid at the time the air-
craft departs on a scheduled flight, except that off-course weather reports or on-cail -
weather reports may be entered thereupon or attached thereto if the last such report isnot
more than 2 hours old. ' :

61.603 (d) Baromefric pressures, corrected to sea-level readings, shall be ut_il-‘,- o

ized exelusively. :

61.604 (e) All ceiling heights, reported by pilots in flight either by radio or by
entry on forms, shall be with reference to altitude above sea level. ‘

61.605 (f) Forecasts made by Weather Bureau or company meteorologists, or
both, may be used.

61.7 Flight operatioxis,
61.7¢ Prior to clearance.

61.700 Aircraft to be airworthy. No scheduled air carrier shall cperate any air- .
craft unless, at the time of use, the aircraft is in an airworthy condition, conforms
with the terms of its current aircraft certificate and is loaded in conformity with the cur-
rent loading schedule which is a part of such certificate.

61.701 Adequately serviced, Before departure on any flight, the sir carrier air-
craft shall be adequately serviced. The first pilot shall be responsible for the proper.
servicing of the aireraft, although he may delegate supervision of the actual work to a sec-
ond pilot or other certificated airman. B : -

61.702 'Adequate fuel supply. The following rules shall govern the minimum fuel
supply to be carried by all air carrier aireraft: : : .

61.7020 (a) Visual-contact operation (day or night). No air carrier aircraft
shall be dispatched or shall take off without fuel and oil sufficient, considering the wind.
and other weather conditions to be encountered during. the course of the flight, to com-
plete flight to the first point of landing specified in the clearance, and thereafter to fly
for a period of at least 45 minutes at normal cruising consumption for the flight.:

61.7021 (b) Instrument or over-the-top operation (day or night). No air car-
rier aircraft shall be dispatched or shall take off without fuel and oil sufficient, consider-
ing the wind and other weather conditions to be encountered during the course of the
flight, to complete such flight to the next peint of landing apecified in the clearance; an

(8) to fly to and land at the alternate airport for such point designated in the
clearance which is most distant from such point, and thereafter .

thereafter
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(b) to fly for a period of at least 45 minutes at normal cruising consumption
for the flight.

61.703 Radio ground check. Immediately preceding departure from orlgmatmgr
station it shall be determined that both day and night frequencies of thetwo-way radio,
as well as all additional frequencies whose use are contemplated during the flight, are -
working satisfactorily. The method of determining this shall be by radJO oontact on
each frequency with at least one ground station.

61.704 Passengers aboard during refueling. Passengers may be pemtted to Ye-
~main in the cabin during refueling: Provided, That

61.7040 (a) there is no smoking in the a:rcraft and
61.7041 (b) there is no smoking on the ground in the vicinity of the mrcraft, and

61.7042 (c¢) an employee of the operator is stationed in the entrance to thteedl-)ae-
senger cabin and remains there alert for any emergency until refueling is comple S

61.705 Notice of other aircraft in flight on route (outside of airway trafiic control .
area). Immediately prior to departure it shall be the responsibility of the dispatcher dis-
patching an instrument flight outside of an airway traffic control area to ascertain froin
‘the best information available what other aircraft flights affecting the flight are in prog- .
~ ress over the route between clearance points, the results of which shall be made known to

the pilot, = After departure of the scheduled flight the dispatcher will continue to advise
hig flight or flights the progress of all other known aircraft in flight on the course, Croas-
ing courses, converging courses, etc., affecting the flight. .

61.71 Dispatching rules (for clearance).

61.7100 Necessity for dispatching authorization. No scheduled air carrier ﬁlght T
shall be started except on the authority of an aircraft dispatcher whose: name a pﬁam S
the air carrier operating certificate as qualified for the route or part thereof, on which the
flight takes off, No such authority is required for take-offs from an mtermedihte stop -
between points specified in the original clearance unless the flight has been delayed for any
“reason more than 30 minutes. (See § 61.7103 for new flight clearance.)

61.7101 Dispatcher reporting for duty. No dispatcher shall clear & itlght o:f air
carrier aircraft unless he has been on duty, at the station from which snch clearance is-
effected, for a period sufficient to become familiar with existing conditions. - He shall con-
tinue on duty until the aircraft has landed in completion of a trip, or until the i .
supervision has been taken over by an adjacent aircraft dispatcher or by another dis-
patcher who has relieved him after such relief dispatcher has been on duty for. a period suﬁi- '
cient to become familiar with existing conditions.

61.7102 Clearance and load manifest form—Appmval. The c!earanoe andJoad

manifest forms used shall be approved by the Administrator.

Nore.—Sample forms which contain substantialty the material that would be aenihue may be obhh«l in- ﬁ
Administrator.

61.7103 Clearance and preparation. A clearance form shall be pro nrepared '
for each flight between specified clearance points. Such form shall be mg‘ned hy ‘the first
pilot and by the authorized aircraft dlspatcﬁgr or, by duly authorized station personnel of
the air carrier after receiving current authority from the authorized aircraft dispatcher,
only when the first pilot and the dispatcher both believe the flight may be made with safety,
A load manifest form shall be properly prepared and signed for each flight by the persommel -
of the air carrier who are charged with the duty of supervising the loading of the aircraft
and the preparation of the load manifest forms. The aircraft when loaded as shown on the
load manifest form shall not exceed the center of gravity limits or maximum allowahle
weight limits set forth in the aircraft certificate for the particular aircraft. The ongmal
copies of both forms shall be given to the first pilot and duphca.te copies shall be kept in the
station file for a period of at least 30 days. :

61.7104 Clearance and load manifest contents. The followmg rules w111 govern
the clearance and load manifest contgnts:

61.71040 (a) The clearance shall contam or have attached thereto all current
weather reports as outlined in § 61.60 over the airway or part thereof and, whien available,
any off-airway or on-call weather reports considered necessary or desu'a.ble by the pilot or
dispatcher to insure the safety-of the flight.” '
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- 61.71041 (b) When available, the latest terminal and airway forecasts shall be
included in or attached to the clearance and shall be considered by the dlspatcher respon-
gible and first pilot before clearance.

61.71042 (c¢) The dispatcher or duly authorized station personnel shall attach or
enter all current reports or information pertaining to weather and irregularities of naviga-
tional aids and facilities and aircraft instruments and equipment affecting the flight. He
shall also inform the pilot, during flight, of any additional or different irreguiarities, and
the flight shall be controlled accordingly.

61.71043 (d) The load manifest shall be completed or kept cnrrent at each inter-
mediate stop.

61.7105 Clearance request repetitlon. When a pilot requests clearance from a dis-
patcher authorized to clear the proposed flight and is refused such clearance, he shall not
make a similar request from ancther. dispatcher.

61.7106 Change in clearance by radio. If a change in clearance is desirable wh11e
the aireraft is in flight, the pilot may be given a change in clearance by radio by an author-
ized dispatcher, provided the two-way conversation appears in the radiolog. If the pilotis -
" yefused such change by one dispatcher, he shall not make a similar request of another dis-
patcher. No aircraft shall be recleared en route for instrument flight after clearance for
contact flight with any one instrument or unit of eqmpment not in serviceable cond,\tlon as
provided for in § 61.7114.

61.7107 Weather minimums; general. The following rules relating to weather
econditions will govern the dlspatchmg- of air carrier aircraft,

61.71070 (a) No scheduled air carrier aircraft shall be dispatched unless, at the
time of take-off, the ceiling and visibility at the point of departure are equal to or better
than those spemﬁed for departure in the air carrier operating certificate.

. 61.71071 (b) In the event of ground fog, the dispatcher shall comply sirictly
. with the pertinent procedures specified in the air carrier opera.tmg certificate with respect
to take-oﬁs and landings. -

61. 7108 Weather minimums; vmual-contact clearance, The followmg rules relat-
ing to weather conditions will govern the dispatching of air carrier aircraft in visual-con-
tact operation. No scheduled air carrier aircraft shall be dispatched unleas: ,

61.71080 (a¢) The hourly weather report sequence and current weather forecasts
shall show a trend that gives sufficient indication that the ceilings and visibilities along the
route to be flown are and will remain at or above the minimums specified in the air carrier
operating certificate untll the flight arrives at the point cleared to.

61.71081 (b) During day operation minimum visibility shall be 1 mﬂe, except
contact flight may be made when vigibility iz reduced to 14 mile by local smoke, dust,
haze, blowing snow, or sand.

61.71082 (¢) During night operation at least one beacon on the course shall be

visible from the sircraft at all times, unless otherwise specifically authorized by the

Administrator.

61.7109 Instrument or over-the-top clearance. The fonowmg rules w1th respect to
- weather conditions shall govern the dispatch of air carrier aircraft in air transportatlon
- for instrument or over-the-top flight:

61.71090 Weather conditions at terminal or intermediate airports. Air carrier air-
craft shall not be dispatched in air transportation unless:

' (1) The observed weather information and current weather forecasts, pertaining
to all landing points specified in the clearance, give sufficient indication at the time of clear-
ance that the ceilings and visibilities are, or will be, when the flight would arrive at such
point or points, at or above the minimums specified in the air carrier operating certificate
for letting-down-through ; and

(2) The alternate airports required by § 61.71091 are speclﬁed
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61.71091 Alternate airport requirement.

(a) When the observed weather information and current weather forecasts per-
taining to a landing point specified in the clearance indicate, at the time of clearance, that
the ceiling and visibility are, and will remain until the flight would arrive at such point, at
or above the minimums specified in the air carrier operating certificate for letting-down-
through, there shall be at least one alternate airport specified on the appropriate flight
clearance for such point. : :

(b) When, at the time of clearance, the ceiling or vigibility at a landing point speci-
fied in the clearance is below the minimums specified in the air carrier operating certificate
for letting-down-through, but the weather reports pertaining to such point at the time of
clearance show a trend, by the hourly sequence and current forecasts, that indicates that
the weather conditions will improve to or above such minimums upon arrival of the flight
at such point, two alternate airports shall be specified in the appropriate flight clearance
for such point. : '

61.71092 Types of alternate airports. _ ‘ .

(@) If an alternate referred to in § 61.71091 is equipped with a radio range,
the weather conditions existing thereat at the time of clearance must be equal to, or above,
the ceilings and visibilities specified in the air carrier operating certificate for letting- .
down-through at such airport when using it as an alternate airport and the hourly weather
report sequence and current forecasts shall show a trend that indicates that such weather
conditions will continue or improve at such alternate airport until the flight shall arrive.
thereat. The weather minimums at such alfernate airport shall in no case be less than,
one of the following: ) ,

(1). A ceiling of 1,000 feet and vigibility of 1 mile;

{2) A ceiling of 900 feet with a visibility of 11/, miles; or

(8) A ceiling of 800 feet with a visibility of 2 miles.

(b) If an alternate referred to in § 61.71091 is not equipped with a radio
range, the weather conditions existing thereat, at the time of clearance, must be equal to,
or better than, broken clouds and a ceiling of 1,000 feet and & visibility of 2 miles, and the
hourly weather report sequence and forecasts shall show & trend that gives sufficient indi-
cation of weather conditions continuing or improving until the flight shall arrive thereat:
Provided, That the Administrator may, in the interest of aafety, prescribe higher mini-
mums at individual airports. .

61.7110 Clearance of flights on alternate routes. Clearance of flights on alter- .
nate routes shall not be permitted unless such route or routes have been approved and
listed in the air carrier operating certificate and conditions on the regular route are such
that the flight would otherwise be canceled or delayed, or when for the purpose of keeping
pilots qualified over such routes. When such flights are made for qualifying pilots, such .

- flights shall be made by visual-contact with visibility not less than 5 miles as observed
from the aireraft over the entire route. When flights are cleared over alternate routes
due to conditions on the regular route being such that flight is considered inadvisable, the
weather conditions on the alternate route shall be equal to or better than those listed in the
air earrier operating certificate for the particular alternate route.

61.7111 Late or off-schedule flights. When variations from the regular schedules
occur, the dispatcher shall take such action or issue such special orders as may be neces-
sary and proper.. _

61.7112 Flight hazards. No scheduled air carrier flight shall be dispatched when,
in the opinion of either the first pilot or the dispatcher, such flight cannot be completed
with safety. No scheduled air carrier flight shall be continued toward any point cleared
to when, in the opinion of either the first pilot or the dispatcher, such continuation cannot
be completed with safety unless, in the opinion of either, there is no safer method of pro-
cedure. In the latter event continuation shall constitute an emergency situation (see

8§ 61.732 and 61.7811). .

61.7113 (Unassigned). : . :

61.7114 Flight equipment. An air carrier shall not dispatch an aircraft in air
transportation unless the equipment required by the Civil Air Regulations for the particu-
lar type of operation involved is installed in such aireraft and in serviceable condition and,
if any part of such equipment becomes unserviceable in flight, a landing shall be made
either at the nearest suitable landing area where a safe landing may be made or, at the
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next point of intended landing, whichever in the opinion of the pilot and dispatcher is the
safest procedure: Provided, That the aircraft dispatcher in control of the flight may dis-
patch or authorize the operatmn of such aircraft in air transportation to the nearest point
where repair or replacement of such equipment can be made if the equipment speclﬁed '

below for the particular type of operation involved is installed in such aircraft and in
- serviceable condition:

(a)

(b)

A S Sl iin

Visual-contact day operation.

. One airspeed indicator.
One altimeter.
One tachometer for each engine.
One oil pressure gauge for each engine,
One oil temperature gauge for each engine,
One manifold pressure gauge for each engine.
One safety belt for each person aboard.
Two approved type portable fire extinguishers,
One landing gear position indicator or equivalent faeility.
10. One first aid kit.
11. One magnetic compass.
12. One fixed fire extinguisher in each engine compartment.
13. One or more storage batteries of sufficient capaclty to operate all radio and
‘electrical equipment.
14, T'wo of the following units of radio equipment:
One transmitter for two-way communication ;
One receiver for two-way communication;
One radio range receiver.
15, If such aircraft is a multi-engine aircraft it may be operated with any one
* of the units of equipment in Items 8, 5, or 6 above inoperative: Provided,
That in the case of Item b a cyhnder temperature gauge in serviceable
condition is installed on the same eng'me the inoperative 011 temperature
gauge is installed.
Visual-contact night operation.

1. All equipment required for visual-contact day operation.
2. Forward position and tail lights.
8. Two landing lights.
4 Two 3-minute landing flares.-
5. One set of instrument lights.
6. One electrical generator sufficient to operate sll electrical and radio equlp-
ment.

(¢) Instrument or over-the-top day operation.

(d)

[y
CRXASHOURLL N

All equipment required for visual-contact day operation.
A fuel quantity indicator to show the amount of fuel in each of at least two .
fuel tanks.
One additional airspeed indicator.
An electrically heated pitot tube for each an'speed indicator.
One rate of climb indicator. .
One gyroscopic rate of turn indicator combined with a bank indicator.
One artificial horizon indicator.
- One directional gyrocompass.
Two sensitive type altimeters. _
One outside air temperature gauge with indicating dial in cockp:t.
11. One clock with sweep second hand.
12. One vacuum gauge installed in lines leading to the rate of turn and artifi-
cial horizon indicators and the directionsl gyrocompass. ;
138. One carburetor ice indicator if the de-icing equlpment reqmres manual
manipulation.
14. Al of the radio equipment requlred by the Civil Air Regulatlons for instru-
ment type of operation.
15. One spare set of fuses.

Ingtrument or over-the-top might operation.
1. All equipment required for visual-contact night and instrument or over-
the-top day operatlon
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61.712 Operating limitations upon airplanes certificated under transport category
requirements. In operating in scheduled passenger transportation, any airplane certifi-
- cated in accordance with the provisions of 04.75-T, the restrictions of §§ 61.7121 to 61.7125,
inclusive, shall be observed unless deviations therefrom are specifically authorized by the
Administrator on the ground that a peculiarity of the particular circumstances of a par-
ticular case makes a literal observation of the restrictions unnecessary for safety in that
case. . : -
In determining compliance with these provisions, the data obtained in testing the
airplane for type certification may be applied, by interpolation or by computation of the
effects of changes in specific variables, to conditions differing from those for which specifie
tests were made, where such interpolations or computations will give results substantially

equaling in accuracy the results of a direct test.

61.7121 General limitations. (a) The airplane shall not be operated from any field
at an altitude outside of the alfitude range for which maximum take-off weights have
been determined and set forth in the airplane operating manual and shall not be dispatched
to.a field of intended destination, or have any field specified as an -alternate, which is at
an altitude outside the range for which maximum landing weights have been determined
and set forth in the airplane operating manual. . o A

{b) The weight of the airplane at take-off shall not exceed the certificated maxi-
mum take-off weight for the altitude of the field from which the take-off is to be made. = -

(¢) The gross weight at take-off shall be such that, allowing for the consumption
of the amount of fuel which would normally be consumed in flight to the intended desti-
nation, the weight on arrival at the destination will not exceed the certificated maximum
landing weight for the saltitude of the field of intended destination. ' ,

61,7122 Take-off limitations to provide for engine failure. Take-offs. shall be
made only from such fields in such directions and under such gross weight limitations that
the following conditions are fulfilled as shown by the performance data determined under
04.7582-T and set forth in the airplane operating manual. S

- (@) From any point on the take-off up to the time of attaining the critical-engine-
failure speed set forth in the airplane operating manual, it shall be possible fo bring the
airplane to a safe stop within the landing area, as shown by the accelerate-and-stop dis-
tance data. ‘ ‘ :

(b) If the critical engine should fail at any instant after the airplane attaing the
critical-engine-failure speed, it shall be possible to proceed with the take-off, and attain a
height of 50 feet, as indicated by the take-off path data, before passing over the end of the
take-off area. Thereafter it shall be possible to clear all obstacles either by at least 50
feet vertically, as shown by the take-off path data, or by at least 200 feet hor;zontalég
Y)Vithig the airport boundaries and 800 feet horizontally after passing beyond su

oundaries. :

In determining the allowable deviation of the flight path in order to avoid obstacles,
it shall be assumed that the airplane is not banked before reaching a height of 50 feet, as
gshown. by the take-off path data, and that the maximum bank thereafter does not exceed 15°,-

(¢) In applying requirements (a) and (b), correction shall be made for any appre-
ciable gradient of the take-off surface. Take-off data based on still air may be corrected

‘to allow for the effect of a favorable wind which is equal to not more than 50 percent of the

component along the take-off runway due to the reported wind condition. .

61.7123 Landing distanee limitations. (a) Aireraft shall be dispatched only under
such conditions that it would be possible, as shown by the still air landing data obtained
in-04.7583-T and set forth in the airplane operating manual, at a weight corresponding .
to the maximum weight expected to exist at the time of arrival at the field of intended
destination, and under standard air conditions for the altitude of such field, to bring the
airplane to rest, from a point 50 feet directly above the intersection of the obstruction
clearance line (as defined in § 61.7124) and the landing surface, within a total distance
not in excess of 60 percent of the effective length (as defined in § 61.7124) of the landing
area most suitable for landing in still air. L ' .

(b) For every possible condition of wind velocity and direction and the correspond-
ing landing direction required at the field of intended destination by the ground handling
characteristics of the airplane type involved, the ratio of landing distance to effective
length of landing area shall not be greater than that as specified in (a), after allowing for
the effect on the landing path and roll of not more than 50 percent of the favorable wind
component due to a particular wind condition. - ‘ -
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. (e} If requirement (o) can be met, but requirement (b) cannot be fully met, at a
field of intended destination, a flight to such field may be dispatched under 1:h_ey foﬁ%wing
O more conservative conditions: : ) : -

, . (1) At least one suitable alternate field shall be designated in the flight plah, ét
which requirements (@) and (b) of this section, as modified by § 61.71280, and the require-
ments of §§ 61.71091 to-61.71092, inclusive, are met.

(2) If requirement (b) cannot be met for the wind conditions existing at the time
of arrival, the airplane shall proceed to the alternate. ' '

. 61.71230 Landing distance at alternate fields. The conditions of § 61.7123 shall

apply with respect to alternate fields specified in the flight plan, except that in the case of
alternate fields the landing distance as defined in that section shall not exceed 70 percent .
of the effective length of the landing area.

. 6L7124 Definition of effective length of landing area, The effective length of the
landing area shall be the distance from the point where the obstruction clearance line, as
defined below, intersects the landing surface to the far end of the landing area. - - '

) The obstruction clearance line is a line drawn nt to or clearing all obstruc-
tions showing in a profile of the approach area, as defined below. The obstruction clear-
ance line is further limited by having a slope to the horizontal of 1/20, as it approaches
the landing area. ) ' - R

The approach area, as used in this section, shall be an area symmetrical about a
center line coinciding with and prolonging the center line of the runway, except that where
there are a multiplicity of parallel runways, or a large area continuously available for land-
ing, the center line of the approach area shall coincide with the most probable landing
path for instrument approaches. The approach ares shall be considered as extending lon-
gitudinally from the landing area out to the most remote obstacle touched by the obstrue-
tion clearance line, assuming the center line of the approach area in plan view'to be gtraight
for at least 1,500 feet from the intersection of the obstruection clearance line with the lahd-
ing surface, and thereafter continuing in a path consistent with the instrument approach
procedures for the field in question, or, where such procedures are not specified, consistent
with turns of at least 4,000 feet radius; and as extending laterally to a distance of 200 feet
on either side of its center line at the point of intersection of the obstruction clearance
Yine with the landing surface, with this distance increasing uniformly to 500 feet on either
gide of the center line of the area at a longitudinal distance of 1,600 feet from the intersec~
tion of the obstruction clearance linre with the landing surface, and maintaining a distan
of 500 feet from the center line thereafter. :

61.7125 En route limitations. Aircraft shall be dispatched only under such condi-
tions that in progressing along the intended route, with the weight of the airplane pro-
gresgively reduced by the anticipated consumption of fuel and oil, the maximum one-
engine-inoperative operating altitude, as defined in 04.7518-T and as set forth in the
airplane operating manuasl, shall at all times exceed by at least 1,000 feet the altitude of
the highest ground or obstruction within 10 miles on either side of the intended route.
Where special air navigation facilities provide for close and specific identification of an
obstruction, or of high ground extending for less than 20 miles along the route, the maxi-.
mum lateral distance from the intended route up to which such obstructions or high ground
must be taken into account may be reduced to 5 miles, ,

| 6172 Flight preparation and takeoff rules.

61.7200 Radio ground check. Before departure from the originating terminal on
any scheduled air carrier operation, at least one check shall be made by the pilot of the
_radio system to be used in flight. : :

61.7201 Radio check after take-off. When a trailing antenna is used, a precau-
tionary radio check to determine possible loss of such antenna shall be made as soon as
practicable after take-off. : S

: 61.7202 Control tests. The pilot shall test the flight cohtrols on the ground and
determine that they are functioning properly. : _ :

61.7203 View of traffic. Immediatelg prior to take-off, the pilot shall maneuver
the aireraft to a position from which he can obaerve incoming and outgoing aircraft, :
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61.7204 Engine tests. Before the take-off run, the aireraft engine or engines shall
be md1v1dually tested at full throttie, except that supercharged engines shall be tested at
run-up r. p. m. at the manifold pressure specified by the operator for the particular condi-
tions involved. The engine temperatures (including oil, carburetor, and head tempera-
tures) shall be normal and each magneto shall be individually tested,

61.72040 (a) No person other than a certificated airman may run-up the engine or
engines of an air carrier aircraft while such engines are installed in an air carrier an'craft,

61.72041 (b) Engine run-ups shall be conducted in such a manner as to minimize
the possibility of loose gravel, cinders, and like material contacting the propeller blades
- and aircraft control, lift, and stabmzmg surfaces.

61.7205 Instrument tests. Before the take-off run, as many as possible of the
aircraft flight instruments, and particularly all pressure gauges and gyroscopic fight
instruments, shall be tested by the pilot to determine that they are all functioning properly.

61.7206 Take-off restrictions. No pilot shall take off any air carrier aircraft if, in
his opinion, the aircrait is not airworthy. No pilot shall take off any air carrier aircra:ft
at any time when an engine is not functioning properly.

61.7207 Runway utilization. The take-off shall be started from a point wh1ch
makes available the greatest length of runway, considering the direction of the wind.

61. 7208 Restricted-vision take-offs. If a method of ta.ke-oﬂ’ under eondltlons of
restricted vision (including conditions of g-round fog) is speclﬁed in the air carrier operat-
ing certificate, it shall be stnctly followed.

61.7209 Banking after take-off. So far as practicable, .the aircraft shall not be -
bﬁeddlmmedmtely after take-off until at least a minimum altltude of 500 feet has been
attaine

61,7210 Pilots at controls. Neither pilot shall leave the controls during ascent of
the aircraft immediately following take-off.

61.7211 Take-off from fields not deengnated as airports. No scheduled air carrier
aircraft shall take off with passengers from any field not designated as an airport until
guch aircraft has been ;I)roperly cleared by s dispatcher authorized to act in such an emer-
gency and until a complete agreement has been reached by both the pilot in command of
su}:h t)irhght and the a.uthomed dispatcher that such clearance can be accomplished. w1th
safe

61.7212 Iceand snow. Noscheduled air carrier aircraft shall take ott' when the
wings or tail surfaces of such aircraft have a coating of ice or snow.

61.73 Flight course and en route rules,
61,730 Weather minimums,

617300 Point cleared to. No scheduled air carrier aircraft dispatched in accord-
ance with § 61.7109 through § 61.71092 shall continue toward the point cleared to unless
weather conditions at such point remain at or above the minimums speclﬁed in the air
carrier operating certificate for such airport: Provided, however, That such aircraft may
be redispatched en route in accordance with § 61.71091 (b) if the weather conditions at the
point cleared to drop below the minimum specified in the air carrier operating certificate.

61.7801 Alternate airports.. No scheduled air carrier aircraft shall continue to-
ward the point cleared to unless the weather minimums at required alternate airports
(§ 61.7109) specified in the clearance remain, throughout the flight, at or above the mini-
mums specified in the air carrier operating certificate for such airport when used as an alter-
nate: Provided, however, That the clearance may be amended en route by the substltutlon
of another alternate airport within the fuel range of the aircraft as outhned in § 61.7021
with weather conditions at or above the minimums specified in the'air carrier operatmg'
certificate for such au-port when used as an alternate.

61.7302 No pilot shall, at any airport, let-down below hiz last approved cruising
altitude when he has received Umted States Weather Burean information indicating that
either the ceiling or visibility is below the authorized minimum for landing at that axrport.

NOTE: Sectmn 61,7302 is not effective until December 1, 1942,
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_61.731 _Devia!:ion from airway. No scheduled air earrier aircraft shall deviate
from its prescribed airway or, if there be no airway, an area between two parallel lines
parallel to and 10 miles on either side of its prescribed route, unless the circumstances
render such deviation necessary as a safely measure, When any such deviation is beyond
an area between two parallel lines parallel to and 25 miles on either side of the center line
of the preseribed airway or roufe, such deviation gshall be explained by the pilot in a written
report to the air carrier operations manager. The operations manager shall furnish a-
copy of such report, with his comments, promptly to the Administrator. ‘

" 61.732 Dispatcher emergency decisions. In an emergency situation, arising dur-
ing the course of the flight, which requires immediate decision and action on the part of the
dispatcher, and that is known to him, the aircraft dispatcher shall notify and advise the
pilot as {0 such situation. Further, the dispatcher shall determine from the pilot what
final decision has been made by such pilot and shall cause the same to be entered in the
station radio log. ' '

61.733 Reporting icing conditions. When a pilot reports an icing condition in
accordance with § 61.7709, the pertinent information including time, altitude, location, type,
and extent of the icing eonditions encountered shail immediately be relayed to the nearest
United States Weather Bureau airway station and to the appropriate general supervising
and forecasting district headquarters of the United States Weather Bureau. S

61.74 Flight altitude rules.

- 61.740 Visual-contact day or night. Except during take-offs and landings, no
scheduled air carrier aircraft shall be flown at an altitude less than 500 feet above the
ground, or within 500 feet from any mountain, hiifl, or other obstruction to flight, except
as may be specifically approved by the Administrator. . :

$1.741 Instrument fights. Altitudes established for instrument flights by the
provisions of § 60.58 shall be strictly adhered to during such flights. Except during take-
offs, and final approaches and landings, no instrument flight shall be conducted within 1,000
- feet above the ground or any obstruction.

61.742 Maximum alitude of flight operations. No scheduled air carrier aircraft
shall be operated at altitudes above 17,000 feet above sea level unless specifically permitted
by the terms of the air carrier operating certificate issued to the aircarrier. A competent
cabin attendant to care for passengers shall be provided on all air carrier flights carrying
passengers operating for any period of time above 12,000 feet above sealevel. -

61.743 Oxygen apparatus and its use. No air carrier aircraft shall be operated in
scheduled air transportation at an altitude exceeding 10,000 feei above sea level continu-~
ously for more than 30 minutes, or at an altitude exceeding 12,000 fget above sea level for
any length of time, unless such aircraft iz equipped with an effective oxygen apparatus
and an adequate supply of oxygen available for the convenient use of the operating crew,
and proper use is made of such apparatus. _ i

61.75 Instrument approach rules.

61.750 Altitude maintenance on initial approach. When making an initial
approach to a radio range station, on instruments or on top of overcast or clouds, an air-
craft in scheduled air carrier operation shall not descend below the pertinent minimum
altitude for initial approach specified in the air carrier operating certificate for such sta-
tion, until arrival over the radio range station has been definitely proved by the method
outlined in the appropriate instrument approach procedures of the air carrier operating
certificate.

61.751 Letting-down-through procedure. When instrument authority is author-
ized standard instrument approach procedure shall be established by the operator for each
radio range station used or to be used for letting-down-through, and approved by the
Administrator and included in the air carrier operating certificate. The letting-down-
through methods, procedures, and minimums specified, shall be strictly adhered to.

61.76 Landing rules, : :

61.760 Pilots at controls. = The pilots shall remain at their controls during the
final approach and landing.
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. 61,761 Restricted-vision landing. The method of landing under conditions of
restricted vision, when authorized, W1H be speclﬁed in air carrier operating' certificate and
shall be strictly adhered to.

61.762 Provisional weight, No aircraft, the specification for which lists a pro-
visional weight, shall be landed at a weight in excess of standard, except in accordance with
the provisions of § 61.7811.

61.763 Fuel dumping. No fuel shall be dumped in effecting a landing except in
accordance with § 61.7811, and then only if the pilot deems it safer than landing at a weight
in excess of standard.

61.77 Flight interruption rules,

61.770 Weather interruption. If any hazardous flight condition is encountered en
route, the pilot shall broadeast information as to the course of action which he is taking
and as to his reasons therefor.,

61.7700 lcing conditions, No air carrier or employee thereof shall dispateh or-
operate an aircraft in air transportation into any known or probable icing conditions unless
the aireraft is equipped with approved propeller and wing de-icing equipment adequate to
assure the safety of the flight under the particular conditions to be encountered.. ‘
an icing condition is encountered in flight the pilot shall, if possible, immediately notify h:s
company radio ground station of such fact and the company shall immediately relay such
gﬁg%hon to the nearest ofﬁce of the United States Weather Bureau in aceordance with

61.771 Mechanical interruptions, In theevent of any mechanieal faflure or mter-
ruption (including failure of engine, flight instrument, radio, or other essential compo-
nent of the aircraft) which may involve the safety of the flight, the pilot ghall proceed to
and land at the nearest place where a safe landing can be eﬂ:‘ect:ad. {(For general pilot
authorization, in emergency situations, see § 61 7811 ) ‘

61.772 Other interruptions.

61.7720 Communications failure. In the event of mablhty to maintain two-way
communication with the appropriate communications station or in the event that the pilot
does not receive radio signals sufficient to permit him to maintain instrument fight to any
point cleared to or otherwise specified in the approved flight plan one of the followmg pro-
cedures shall be observed: ’

61.77200 (a) Contact flight. The sircraft may proceed provided that the ﬁ;ght-
may be made in accordance with contact flight rules as provided forin § 60.4.

61.77201 (b) Landing. Landing shall be made at the nearest suitable airport at
m‘&d favorable weather conditions exist and where no airway traffic control center ls

61.77202 (¢) Emergency procedure. In the event weather conditions do not per-
. mit the procedures provided for in § 6177200 or § 61.77201, the pilot shall pro-
ceed according to his approved flight plan, including any amendmg ingtructions issued
and acknowledged en route, with particular attention to maintaining his last acknowledged
agsigned altitude until the approach time last authorized for him, after which landing may
be made. Normal traffic will resume as soon as the aircraft has landed or been accounted
for, but, in any event, in not more than 80 minutes after the approach time last anthor»-
ized for the aircraft. :

61.78 General pilot rules.

61,7800 Command of flight. The first pllot shall be in command during the ﬂxght
of the aircraft.

61.7801 Remaining at controls, The pilots shall remain at their posts while the
aireraft is in flight and shall not leave the pilots’ compartment except when it is necessary
in attending to their regular duties or when replaced by a person authorized in § 61.7808.
When a second pilot is required to attend passengers, he shall not, unless the first pilot
deems it necessary, leave the pilots’ compartment until the aircraf{ has ascended to its
eruising altitude, or during the final stages of an approach for a landmg ‘
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61.7802 Manipulation of controls. No person, other than a first or second pilot,
shall manipulate the controls of an air carrier aircraft while in scheduled flight : Provided,
That at the discretion of the first pilot such restriction shall not apply to authorized inspec-
tors of the Administrator or to properly qualified company personnel or to properly quali-
fied personnel of other air carriers, '

61.7803 Pilots’ compartment. (a) No person except a member of the operating
crew or an air carrier inspector of the Administrator of Civil Aeronautics shall be admitted
to the pilots’ compartment during such flight unless his admission is approved by the first
pilot and such person is one of the following: (1) An employee of the Federal Government
or of an air carrier or other aeronautical enterprise, whose duties are such that his pres-
ence in the cockpit is necessary or advantageous to the conduct of safe air carrier opera-
tions or the improvement of the safety of such operations;* (2) a person whose presence
in such compartment has been specifically authorized by the management of the air carrier
. operafing the aircraft and by the Administrator. ) ‘ '

- (b) No person shall occupy 2 seat in the pilots’ compartment or the compailidni'\
way thereto unless such seat is securely attached to the structure of the aircraft and is
provided with a safety belt which shall be kept fastened by the occupant ‘throughout his
occupancy of such seat. _ : : R

_ (¢) Unless a seat is also available for his use in the passenger compartment, no-
person shall be admitted to the pilots’ compartment during smed flight except:.

(1) ‘A member of the flight crew; L o ‘
(2) A person engaged during flight in checking of pilots’ operations for the Fed-
eral Government or for the air carrier; SRR

ot (8) Flight supervisory personnel of the air carrier concerned who are certificated
- . (4) First or second pilots listed in Operations Specifications of the ai¥ carrier con-
cerned or any first or second pilots listed in the Operations Specifications—Airmen of
another air carrier who have been authorized by the air carrier concerned and-the Admin-
istrator to make the trips over the route being flown for the purpose of route qualification -
or familiarization ; ' _ Lo e
: (5) Certificated aircraft dispatchers of the air carrier concerned or certificated air-
eraft dispatchers of another air carrier who have been authorized by the air carrier con-
cerned and the Administrator to make the trips over the route being flown for the purpose
of establishing or maintaining dispatcher route qualification; or - R S

(8) Certificated mechanics of the air carrier concerned, in the performance of duty.

(d) Any air carrier inspector of the Administrator of Civil Aeronautics ‘shall be
admitted to the pilots’ compartment of an air carrier aircraft at any time while in the

perfoi'mance of his official duty. . _

61.7804 Radio head sets. A radio telephone head set shall be worn by the first
pilot or by a second pilot and the radio tuned to appropriate frequencies at least during the
time while the aireraft is in flight or taxiing. AR

: 61.7805 Time of reporting for duty. The pilot in command of any scheduled
flight and the second pilot shall report to the operations office of the operator in sufficient
time prior to the start of any scheduled flight to study and familiarize themgelves with
weather conditions on the route to be flown and for the plan of flight to be executed for the
proposed schedule. - ' .

61.7806 Local airport rules and interline agreements. Pilots--shall at all times
comply with accepted safety agreements or practices, including current inter-airline agree-
ments and local airport traffic rules, as approved by the Administrator or Board. ,

61.7807 (Unassigned.)

- 61.7808 Manuevers. All aircraft maneuvers not necessary to the safe and orderty
progress of the flight shall be avoided. ~ : o

*Federa]l employees who deal responsibly with matters relating to alr earrier safety and such air carrier employees as piiots,
dispatchers, metecrologists, communieation operators, and mechanics whose efficiency would be increased by familiarity with fight
conditions in' the pilots’ compartment may he considerced eligible under this requirement. Emplovees of traffic, sales, and other air
earrfer departments not directly related to flight operations cannot be considered eligible unleas authorized under @). -
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6L7809 Maps and flight equipment, It ghall be the responsibility of the pilot in
command hefore any scheduled flight is started to have in his possession in the cockpit,
proper flight and navigational facility maps, including instrument approach procedures
when instrument flight is authorized, and such other flight equipment as may be necessary
to properly conduct the particular flight proposed. ‘

61.7810 Flashlights. It shall be the responsibility of the pilot in command to see
that two satisfactory flashlights in good working order are provided in the aircraft and
accessible to both pilots.

617811 Emergency decisions. The first pilot is authorized, in emergency situa-
tions which require immediate decision and action, to resolve upon a course of action which
is required by the factors and information available to him. He may, in such gituations,
deviate from prescribed methods, procedures, or minimums to the extent required by eon-
siderations of safety. When such emergency authority is exercised, the pilot shall, to
the extent possible, keep the proper control station fully informed regarding the progress
of the ﬂ'ilght. He shall submit a written report of any such deviation to his operations man- .
ager. The operations manager shall furnish a copy of such report, with his comments,
promptly to the Administrator. : L .

6179 Miscellaneous rules. Y ,

61,790 Distribution of notices. The operator shall set up some provisions for the
prompt transmission of all information pertaining to changes and irregularities of all
navigational aids and facilities over his entire system. In addition where inter-airline
agreements, airway traffic control regulations, and local airport traffic rules, ete,, have
been provided and adopted, on any portion of the route or routes, prompt notice and appro-
priate instructions shall be given to all pergonnel concerned. o S

61.791 Air carrier aireraft proving period. . S
6L.7910 (a) Al air carrier aircraft of 2 new make or model shall have at least
100 hours of proving tests in the hands of an air carrier under the supervision of an
authorized representative of the Administrator, before authority for cmmc;nnf passengers
may be issued, At least 50 hours of such tests shall be in scheduled air carrier operation
and include at least 10 hours of night operation. S
61.7911. (b) 1In the case of major changes on aircraft previously proved, or the -
use of the same aircraft on a different operation, 50 hours of proving tests similar to thet :
- outlined in the preceding paragraph may be required, at least 25 hours of which shall be
in scheduled operation. . L ‘
61.7912 (¢) During the tests sziﬁt:iﬁed in (a) and (b) above, passengers other
than those essential to the teste are prohibited. Mail, express, and cargo may be carried;
at the discretion of the Administrator. ' ' ) _ , o .
61.792 Smoking rules. The operator may permit smoking in scheduled air carrier
aireraft, except in berths of sleeper planes and during refueling, provided: o S
61.7920 (z) The aircraft carries a second pilot or cabin attendant, who shall notify
passengers when and where smoking is prohibited. ' T

61.7921 (b) Sufficient ash containers of a suitable type are_provided. .
61.793- No smoking signs. A prominent “No Smoking” sign shall be displayed i_h

berths. S , ‘

61.794 Smoking in pilot compartment. When the operator permits. smoking in
the pilot compartment, suitable ash containers for the members of crew ghall be provided.
In no event shall smoking be permitted during take-offs, landing, and refueling. .

61.795 Radio rules. The following rules will govern the use and operation of radio
facilities by an air earrier. ) ' _ |

61.7950 (a) Radio facilities, exclusive of the emergency equipment in the air-
craft, shall be ready for immediate use at all times when the aircraft is in flight, except
a8 may otherwise be provided for in § 61.7114.

61.7951 () The radio communications system required by the Civil Air_' Regula-
tions shall at all times be operated in strict accordance with the rules and regulations pro-
vided therefor by the Federal Communieations Commission. S ' S
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. 61.9952 (¢) Where a communication channel serves point-to-point contacts in
addition to ground to plane, it is required that priority of the circuit be given to plane to
ground and ground to plane communication. Where in the opinion of the Administrator
the volume of point-to-point traffic is so heavy as to interfere with the primary purpose of
the cireuit, i. e, plane to ground and ground to plane contacts, the Administrator may
require that all other traffic be removed from this circuit.

' 61.796 Fue! dumping. In circumstances other than those in connection with the
effecting of a landing, fuel shall not be dumped except in accordance with § 61.7811, and
then only if the pilot deems it safer than any other procedure. -

61.8 Operations manual, :

61.80 Necessity for. Each operator of a scheduled air carrier shall prepare and
maintain an operations manual for the use and guidance of the air carrier flight and ground
personnel. If desired by the operator, such manual may be broken down into two or more
%):rts, }?g;a_d.msmnal basis, but the manual for each division shall be complete ag pertains

such division, - o

tmn(il.«Sl Contents. Each operations manual, including a divisional manual, shall
contain— :
61.810 (a) A copy of that portion of the air carrier operating certificate pertain- -
ing to en route operations and airport specification; : '

(b) A copy of all interline traffic agreements affecting the particular operation
involved ; and L

{¢) Any other data or information which the operator desires to inciude for the
efficiency or safety of the operation. T '

61.82 Form. The operations manual shall be loose-leaf in. form, and each page
therein shall be numbered and dated to show the currency of all material contained therein.
All copies of such manual shall at all times be kept up to date, g o

61.83 Delivery of copies., A copy of the operations manua! shall be furnished to
at least the following persons: A '

~ (a) the Administrator of Civil Aeronautics; ] :

(b) the Chief of the Air Carrier Service, Civil Aeronautics Administration

{¢) each air carrier inspector of the Administrator of Civil Aeronautics in charge
of inspection of any portion of the route, including any division thereof; . -

{d) each air carrier first pilot; : ,

(¢) each air carrier second pilot;

{f) each person authorized for dispatching duty;

(g) each air carrier aircraft radio operator; and at

{h) each air carrier terminal and scheduled intermediate stop.

61.84 Record of copies—Each air carrier shall keep a complete record of all per-
sons to whom copies of its operations manual have been furnished,”

'uaIGLSS Changes. The following rules will govern changes made in the operations
manual:

61.850 (a¢) Any change issuing from the Administrator pertaining to that portion
of the air carrier operating certificate covering en route operations and airport specifica-
tions shall be promptly incorporated in the operations manual and a copy thereof sent, in
the form of a new page of such manual, to each person required to hold & copy of the man-
ual. Each amended page of the manual shall be properly dated. ‘ :

61.851 (b) Upon receipt of such new page or pages, the recipient shall insert the
current information in the manual.

61.852 (¢) Any data not issuing from the Administrator may be changed by the
operator, without approval of the Administrator, providing such change is not inconsistent

' with any Federal regulation or the air carrier operating certificate. Notice of any such
change shall be given promptly in accordance with the provisions of § 61.850, -

61.9 Reports.

' 61.90 General. Each scheduled domestic air carrier ghall furnish the Administra-
tor such reports as may be required by him. , :
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. 6191 Monthly report. A monthly operations report shall be submitted to the
Administrator, on and in accordance with a form supplied for the purpose, not later than
the 20th day of the next succeeding month.

61.92 Mechanical interruption. A mechanical interruption report shall be submit-
ted to the Administrator, on and in accordance with a form supplied for the purpose,
through the air carrier maintenance ingpector of the Administrator assigned to such oper-
ations, as soon as possible but not later than 10 days after such mechanical interruption
occurs. Any block-to-block instrument or equipment mechanical failure, in whole or in
part, shall be reported as above. .

61.93 Weather interruption. An air carrier shall maintain and make readily avail-
able to inspectors of the Administrator or Board for not less than 1 year from the date of
the flight the records pertaining to any flight of aireraft engaged in air transportation
which, because of unfavorable weather conditions, was interrupted by either:

(a) Failure to land at the point or points to which the flight was cleared;

(b) A landing at a point other than that to which the flight was specifically cleared;

{(¢) Landing at points cleared to other than in the progressive order of landing
specified in the flight clearance; or

(d) A re-clearance by radio during flight.

Such records shall include at least the flight plan, flight log, company clearance form, and -
weather reports upon which the clearance was based.

61.94 Mechanical record. The records of the air carrier covering mechanical
trouble shall be made available upon request to any authorized representative of the Admin-
istrator or Board.

61.95 Irregularity report. All airmen, including flight and ground personnel, shalt
immediately report any irregularity or hazard which exists on or adjacent to any civil air-
way, and which in their opinion, makes for unsafe operation of aircraft in flight. Such -
report shall be made to the air carrier operations manager, who shall verify its accuracy
to the best of his ability. If the report is justified, notice of the irregularity or hazard
shall at once be given to the Administrator.
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gers on board.. ... 61.704
gervice requirements.. 61.701

Flight Preparation and Teke-Off

ules s.72
Banking after take-oﬁ ...... 61.7209
Clerrance from field not des-

ignated as airport.... .

Control tests

Controls, pilots to remain at_ 61.7210

Engine tests_ ... 61.7204

Ice and snow, take-off pro-.
hibited, when on wings.___ 61.7212

Instrument tests. e —. 817206
Radic ground check, be fore

departure 61.708, 61.7260

after take-off .. ... 617201
Runway utilization ____.__._. 617207
Take-off from fields not. des-
ignated as airports. ... 61.7211

Take-6ff restrictions.. ........ 617206
Traffic observation before

take-off__... 61.7203
Vision, restricted.. .. ... 61.7208

Fuel .

Adequate supply.. cmmeeee §1.702
Dumping eoceoomeeeoaenes 61.763, 61.796
Refueling reqmrements ...... 61.3514

Refueling while  passengers
onboard.... ... 61.704

Instrument Approach Rules ____. 61.76
 Altitude for initial a; proach 61.750
Lettmg-down-througﬁ

cedure 61.751
Instrument Requlrements.-ﬁ_.-_ Gi 3?161.841
Landing Rules . ... .. . 6L76

Distance Hmitations _ 81,7123
Fuel dumping....._... - 81.763
Pilots at controls . __ . 61760
Provisional welght___ ... 61.762

Restricted-vision landings.__ 61.761.
Letting - Down - Through Proce-

dure. 61761
Weather minimums.. .._._.... 6171090, 61.71092
Maintenance — Ses Aireraft
Maintenance,

Maintenance Manuals . ... 614
Changes 61.45
Contents 61.41
Delivery of copies__ ... 6143

Form . 61.42
Necessity for .. ——oeae 61.40
. Record of copies. ... 61.44

Navigational Aids, Ircegulsrities,

Notice of 61.790

Operating Certificates .. __..____ 610

Operating Limltatmm, Alx Car-
rier Transport Category........ 61.7i2

Operations Manual. .. . .. .. ... 61.8
anges 61.8b
Contents 61.81
Delivery of copies ... — 61.83
Form 61.82
Necessity for. .o . 61.80
Record of copies,....._._._. . 61.84
Operations Schedules.____ - . 61110
Passenger Operations, Limita- .
tions on 61712

Pilot—Ses Airmen.

Pilot Rules, Genern!_--_-ﬁ..__._.,... 6L.78
Command of flight_ ... — 6177800
Controls, pilot’s duty during .

flight, restrictions... ... g%%g, £1.780,

manipulation of.......— 617802 .
teatbypﬂot'befozetake— o .
617202 .

Emeiﬁency decisions_. ... 61 7811
Flight '"""'é,'"'}'l'cft""' 617810
. wpmen
e
nteriine &, en| Oom

PHnce Wit oo’ 61.7806

rreg'alanty report ..o oee-o—. 6195
Local ajrport traﬂ’tc ‘yules,
comtpliance with ... —. 61.7806
: Maneuveﬁs ﬂ‘i'g'ﬁ_f .......... £ 61.7808
s an equipmen
F%Ot to provide.__--_.-_-----. 61.7809
ts' compartment, occu-
pancy of .. 61.7808
‘Radio headseta ... ... 61.7804
Time pilots to rTeport for
duty_.. 61.7805 -
Pilot Technique Mamtenanee_._- 61.53
Check piicts 61.534
Instrument approach proce-
dures, instrnetionin. . . 61.530
Landmg appoach, mstruc .
tion 61.530
Pilot cerhﬁcstnon for equip-
Pﬁnt?nt osed . ormnezen G133
o compd;ency, continu-
61,581

Res nsxbxh of opera
topommn g_.-_---_-.-.._-...._ 61.630
Training program.......... 61.535

Radio
Check after take-off_......... 61.7201
Communications failure—.... 61, 7720

Flight ment___.__. ... . 61.7114

Gmun eghecpir by pilot.__.__ 61.708, 61.7200
Hea 81.7804
Mechamcal interruptions... 61771

Radio rules oooeemceocmaeee 61786

Radio Operator-—See Airmen. !
Repairs—See Aircraft Mainte-

nance.
R”Tf tion and g%'gsls

tergtion repairs. ... 61.

gevmtlon frgm aiirwa ..... .. 611181
mergency decisions by pi-
Yot geney pl 61.7811

leing conditions.. .. . .. 61.788, 61.7700

Trregularity or hazard on
airway. : 61.95 -

Mzintenance ... ... 61.3516

Mechanical interruption...... 61.92
Mechanical, record of trouble 61.94
Monthly operahons_-_,-_.__- 6191
Weather interruption..__ .. 61.98



Route
Adjacent routes .. .. ..__.._
Alternate route operations_..
Operating  certificate  re-

quir
Regular route_ operations,
compliance with operating
certificate 61.21
Stops and terminals, alter-
nate -- 61.23
Stops and terminals, regular 61.22

Schedules, Operating, General
Requirements _______. .. 61,110,

Service atd Schedules. ... .. 611

Smoking Rules ... . ... 61.35145
81.704,61.79

Take-Off Rules—Sse Flight Prep-
aration and Take-Off Rulea.

Traffic Rules and Information,
Notice of, to Personnel _.._..._

61.2

61.20

61.790

61.530
61.24, 61,7110

f),
1,794

Weather _.__ : 61.6
Barometric pressures, to be
corrected to ses level__-,_.. 61.603 (d)
Ceiling hexghts, determina-

tion of 61.604 (e)
Clearance forms, to contain :

reports 61.71040 (=)
Continui ﬂlght when mini-

mums fall ____________________ 61.7300, 61.7301
Flight control by Weather

arean reports.--_--_------__ 61.600 (a)

Forecasts, source of and use 61.605 (f)
Minimums, genersl........... 61.7107-51.7109
Reports - 61,60
Weather interruptions_ ... 61.98, 61.770

Weight. {For Provisional Weight
Requirements see Part 04.)

En route limitations_.__.._.. 617126
Landing 417123
Load limitations ._..__....._.. 61.7108
Take-off 61.7121

+r aTotte



